





Technical data SOLIVIA 5.0 AP G3 TR
T S s, o e i

6000 W

5500 W
125 ...540V 125 ...540V 125..540V 125...540V

150 ... 450 V

17.2A

32.0A

<02W

5240 W

5000 W
230V 220V 230V 220V
210.0...264.0V 187.0 ...242.0V 184.0...2645V 200.0 ... 240.0 V
22.0A 23.0A 22.0A 23.0A
27.2A 285A 272A 285A

50 Hz
48.0...52.0 Hz 49.5 ...50.5 Hz 47.3..52.7Hz 495 ...50.5Hz

> 0.99 @ nominal power

<5 % @ nominal power

510 x 410 x 180 mm
32.0kg
Free convection
Wieland RST25i3S
4 pairs of Multi-Contact MC4
2 Harting RJ45 / RS485
LCD; 3 LEDs

SOLIVIA5.0 AP G3 TR
EOE46010301
95.6 %

94.6 %

-25 ... +60°C
-25 ... +80°C
0..98 %

AUSTRALIA CHINA _ THAILAND PEA

P65
1
Current limitation; power limitation

AS 4777.2; AS 4777.3;
IEC 60255.5

Yes VDE 0126-1-1 IEC 61727, IEC 62116

,,Antlfislanding protecﬂdn

IEC / EN 61000-6-2; IEC / EN 61000-6-2;

AS 4777.1; AS 4777.2; AS 4777.3; GB /T 17626; GB 17799

(EMC. EN 61000-6-2; [EC / EN 61000-6-3 IEC / EN 61000-6-3 IEC / EN 61000-6-3

B : |EC 62103:2003, EN 50178:1997,  |EC 62103:2003, EN 50178:1997, -
lsaey. 0 ASINTS 80950 AS/NZS 3100;AS  cc/GF001:2009 IEC 62109-1:2007, IEC 62109-  IEC 62109-1:2007, IEC 62109-
(e 4T71.2,AS 41773 2:2005 2:2005

1"



